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1 Document Information

1_1 Evolution follow-up

Public

Revision Type of modification Author Date
1.0 Initial Revision S. Rabiller |2016/10/21
1.1 Limitations updated C.Cayrol 2017/01/30
1.2 Updates for release 3.11 L.James 2017/11/22

1_2 Objective

This document is the installation guide of the Ingenico USB driver for Telium

1_3 Scope

This document is aimed at every administrator or user who wants to install and use the new version of
the Ingenico USB driver.

1 4 Glossary

List of terms used within this document is shown below for reference.

Term Meaning

Telium The terminal operating system

PID Product ID (USB)

VID Vendor ID (USB)

USB Universal Serial Bus

Driver Ingenico USB driver for Telium devices
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2 Important notes

2 1 Compatibility
2 1_1 Operating Systems

The Driver is compatible with the following versions of Microsoft Windows operating system:

Windows XP 32 bits
Windows XP 64 bits
Windows XP Embedded
Windows Vista 32 and 64 bits
Windows 7 32 bits
Windows 7 64 bits
Windows 8/8.1 32 bits
Windows 8/8.1 64 bits
Windows Server 2008
Windows Server 2008 R2
Windows Server 2012
Windows Server 2016
Windows 10

The screen shots in this guide are from a PC running on various Windows OS version, and may differ
from the user’s version of Windows.

Please note that by default the install process will remove the old Windows USB driver (usbser); if
desired you may opt to retain this driver during the installation.

2 1 2 Terminals
The Driver is compatible with the USB VIDs/PIDs of the following Telium terminal types:

USB ID Name USB VID USB PID
Ingenico Telium 0x079B 0x0028
Ingenico PPR30 0x079B 0x0029

Ingenico P30 0x079B 0x006D

Ingenico Telium Pass 0x079B 0x006E
Ingenico CAD30VR 0x079B 0x0081
Ingenico ELC930 0x079B 0x0088
Ingenico CAD30UPP 0x079B 0x008B
Ingenico PP30s 0x079B 0x008D
Ingenico CAD30VT 0x079B 0x0090
Ingenico CAD30USR 0x079B 0x009C
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Ingenico iUN-UCI 0x0B0OO 0x0050
Ingenico iPP2xx 0x0B00 0x0051
Ingenico Move5000 0x0B00O 0x0052
Ingenico Move3xxx 0x0B00O 0x0053
Ingenico Desk3xxx 0x0B00 0x0054
Ingenico Move2xxx 0x0B00O 0x0055
Ingenico Lane7xxx 0x0B00 0x0056
Ingenico iST1xx/iUC1xx/iUI120/iUP2xx 0x0B0OO 0x0057
Ingenico iPP3xx 0x0B00 0x0058
Ingenico iPP3xx/iPP4xx 0x0B00O 0x0060
Ingenico iISC350/iSC4xx 0x0B00O 0x0061
Ingenico iSC2xx 0x0B0O 0x0062
Ingenico iSC4xx 0x0B0O 0x0063
Ingenico iIWL2xx/IWL3xx/iIWB2xx 0x0B00O 0x0064
Ingenico iCT2xx 0x0B00 0x0066
Ingenico E532 0x0B0O 0x0067
Ingenico iPH 0x0B0O 0x0069
Ingenico iRS1 0x0B00 0x006A
Ingenico iIRS2 0x0B00 0x006B
Ingenico iIRS3 0x0B0O 0x006C
Ingenico iIUR250 0X0B0OO 0x006F
Ingenico iIUR255 0X0B0OO 0x007C
Ingenico iUC150B 0X0B00O 0x007D
Ingenico Desk5000 0x0B0O 0x0080
Ingenico Lane5000 0x0B0OO 0x0081
Ingenico Lane8xxx 0x0B00 0x0082
Ingenico Link2xxx 0x0B00 0x0083
Ingenico Lane3xxx 0x0B0O 0x0084
Ingenico Move5000 F 0x0B0OO 0x0085
Ingenico APOS Tetra 0x0B00 0x0086
Ingenico Desk1500 0x0BO00O 0x0087
5123 o ey e g 1" 72817 Ingenico
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2_2 Limitations

The Driver is intended to be used for Ingenico Telium device only and is only compatible with other
Ingenico applications such as:

e Starting from LLT 5.2.6

e Starting from Ingedev 8.4.2

e Starting from SignKit 3.8

4

The Force COM feature provided by the Ingenico USB driver makes the “TeliumUsbPortUpdater’
obsolete. This software must not be used when the Ingenico USB driver is installed.

The Driver Installer automatically uninstalls the old Windows driver and the “TeliumUsbPortUpdater”
tool.

The user must have administrator level access in order to install or uninstall the driver
correctly.

The installer will uninstall all previous versions of the drivers and the TeliumUSBPortUpdater
service. This operation may take some time to complete.

Ingenico document - Reproduction or disclosure prohibited without written authorization
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3 Installation Process

To start the installation process, run the “IngenicoUSBDrivers_ XX.YY_setup” executable file.

Public

Please note that XX.YY is the version number of the installation package and not the version number
of the Driver itself.

3_1 USB Driver Installation Wizard

This installer can be launched with the graphical interface by double-clicking on the executable file.
The initial screen will confirm which version of the driver will be installed.

Click Next > to start the installation process.

9 Ingenico USB Drivers 3.11 Setup

[ ] L=

Choose Install Location I n e n I c
Choose the folder in which to install Ingenico USE Drivers 3,11, g

GROU

Setup will install Ingenica USE Drivers 3,11 in the following folder. To install in a different

folder, dick Browse and select another folder. Click Next to continue.

Destination Folder

C:\Program Files (x856)\Ingenico Group\IngenicollSBDrivers| Browse...

Space reguired: 0.0KB
Space available: 55.5GE

Ingenico Group - Smark Terminals

< Back “ Mext = |[ Cancel ]

To install the driver to a specific location click Browse to search for the desired location, otherwise just
click Next > to accept the default location specified.

7123
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r© B
9 Ingenico USB Drivers 3.11 Setup = =
e e s e INngenico
This page allows to set parameters used by USE Driver, g
GROQUP

[| Force COM Port Feature enabled
Select by Product ID
S Virtual COM Port

Product ID (PID) (dedmal range 1-256)

Select by Connection Order (Enter decmal Value of COM part)

8| Ingenico Group - Smart Terminals

< Back “ Mext = ][ Cancel

To enable the Force COM Port feature check the Force COM Port Feature enabled option and
complete the configuration as per your requirements. Once completed click Next >

For more information on the Force COM Port feature, or how to disable/enable it manually, please
refer to section 5_4 How to manually enable the force COM feature
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r© B
9 Ingenico USB Drivers 3.11 Setup = =
ememe ot o ngenico
This page allows to set advanced options. Select if old versions of g
LUsbser driver wil be deleted. G RU U P

Advanced Options

[¥]Uninstall Microsoft Usbzer drivers(z);

Command line:

Ingenico Group - Smart Terminals

[ < Back “ Mext = |[ Cancel

If you wish to uninstall the Microsoft USB driver (usbser) then check the option. Otherwise, if you wish
to retain this, uncheck the Uninstall Microsoft Usbser driver(s) option before clicking Next >

You can also add options for the installation process via the command line input. Please refer to
section 3_3 USB Driver Installation Command Line.
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i B
9 Ingenico USB Drivers 3.11 Setup = =
Cmonne 2 St o £ INngenico
Choose a Start Menu folder for the Ingenico USE Drivers 3,11 g
shortats GROUP

Select the Start Menu folder in which you would like to create the program's shortouts, You
can also enter a name to create a new folder,

[Ingenico\Ingenico USE Drivers 3,11

7-Zip
Accessories il
Administrative Tools
Beyond Compare 3
Business Explorer

Cisco

Dell

Device Monitoring Studio
Games

Git

Ingenico -
[] Do not create shortouts

Ingenico Group - Smart Terminals

m

<Back || Instal | | cancel

Choose the start menu folder into which shortcuts will be placed or check the Do not create
shortcuts option before clicking Install to start the installation.

During the installation process you shall accept to install the 3 components of this driver. This
Beta version is not signed by Microsoft.

Once the installation is complete the install wizard will advise that the install is now complete; click
Finish
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r@ Ingenico USB Drivers 3.11 Setup l = | | ]1

Completing the Ingenico USB
Dnvers 3.11 Setup Wizard

Ingenico USE Drivers 3,11 has been installed on your
computer,

Click Finish to close this wizard,

Visit Ingenico web site (http:/www.ingenico.com). ..

3_2 Re-Installation Case

If the driver is already installed on your computer, the installer will detect that a previous version is
installed and will propose to uninstall the previous version. A popup windows will display which version
of the driver is currently installed, and propose to uninstall it. It is highly recommended to uninstall all
previous version of the driver.

@ Ingenico USE Drivers 3.11 Setup l J

'.6.' The previcus version Tngenica USE Drivers 310 (remove only)' is
' installed.

This wersion must be uninstalled to continue with current installation.
Do you want to uninstall this version?

Qi | | MNon

L

Once the uninstall process is finished, a reboot is required. It is highly recommended to reboot your
computer to finish uninstallation process.
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F = T
Ingenico USE Drivers 3.10 Uninstall .y

A reboot is required to finish the uninstall. Do you wish to reboot now?

Oui ’ MNon

N .

3_3 USB Driver Installation Command Line

It can also be called via the command line with the following parameters which are case sensitive:

IngenicoUSBDrivers XX.YY setup.exe [/S] [/? --help] [[/PORT=NNN]
[/PID=XXXX:YYY]][/U --uninstall]
[/partial cleanup] [/INST PATH path]

[? or --help Display this message.
IS Launch installation in silent mode.
/PORT=port Enable Force COM Port where “port” is the port number in numeric (eg. 1-99).

If “port” is specified then the installation is completed with the specified port
number. If the “port” is not specified then the installation will attempt to
complete using the port number found in the previous installation - if this is not
found then an error is returned.

/PID=pid:port Enable Force COM Port by PID where “pid” is the USB PID of the terminal
type in hex (eg. 0028) and the “port” is the port number in numeric (eg. 1-99).

/U or / uninstall Uninstall older versions of the USB drivers only and exit the program.

[partial_cleanup Uninstall current version of the Jungo USB Driver only.

/leave_usbser Do not uninstall the Windows USB Driver(s) (usbser).

/INST_PATH path  Specify the installation path.

The installation will return one of the following codes:

0 The installation completed successfully

1 The installation requires the operating system to be restarted in order to complete
-2 The installation has failed or has been interrupted

However if the executable is run without any parameters, the force COM feature can be manually
enabled (cf 5_4 How to manually enable the force COM feature).
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4 Uninstall process

To uninstall the Driver go to the add/remove programs in the control panel and remove the Ingenico
USB Drivers Package xx.yy (remove only) item:

fi - — )

"
@U'| » Panneau de configuration » Tous les Panneaux de configuration » Programmes et fonctionnalités - | +3 ‘ | Ingenico USB| % |

Page d'accueil du panneau de

TR Désinstaller ou modifier un programme

s Pour désinstaller un programme, sélectionnez-le dans |z liste et cliquez sur Désinstaller, Modifier ou Réparer,

installges

@J Activer ou désactiver des ) .. .
fonctionnalités Windows Organiser ~  Désinstaller = - @
Installer un pregramme & partir - Nom - Editeur Installé le Taille Version
dnr==y [=TIngenico USB Drivers 311 (remove only) 22/11/2017 31

h‘-—-a"' Programmes actuellement installés Taille totale: 6,28 Go
L) 54 programmes installés
A oG

% =

One must not try to uninstall through the device manager since it is either ineffective or incomplete. On
Windows XP it has no effect and on Windows Vista and Windows 7 it doesn’t uninstall the driver
completely.

Important note: Do not try to uninstall drivers through the following menus of the Device
Manager window.
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[
[
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[
[
b
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[
[
[
'l

>
4
b
4

4 24 Ingenico-PC

% Batteries

: M Computer

g Disk drives

: ';'i Display adapters
> e DVD/CD-ROM drives
l:% Human Interface Devices

@ IDE ATA/ATAPI controllers
<22 Keyboards

b B Mice and other pointing devices

& Monitors

b ¥ Network adapters

7 Ports (COM & LPT)

lfg Ingenig—* === S

I3 Processors Update Driver Software...
-4 Sound, vid Disable

18 System dey Uninstall

i Universal §

Ingenic Scan for hardware changes
Ingenig

Properties
Intel(R) =

er- 265C

Standard OpenHCD USE Host Controller
USB Root Hub
USE Root Hub

coaeaeaw

Opens property sheet for the current selection,

14/23

Ingenico Telium (COMIL6) Properties

| General | Port Settings | Force Com Port | Driver | Details |

Ingenico Telium (COM16)
=3

Driver Provider: INGENICO

Driver Date: 11/16/2016

Driver Viersion: 2002

Digital Signer: Philog

Update Driver...

Boll Back Driver

Disable

To view details about the driver files.

To update the driver software for this device.

If the device fails after updating the driver, roll
back ta the previously installed driver.

Disables the selected device.

To uningtall the driver {Advanced).

)

Uninstall

| [ cancsl
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5 Frequently asked questions

5 1 How do | know that the driver is installed?

Ingenico Driver Installer User Guide

Public

The easiest way of knowing whether the driver is installed is to check the “add/remove programs”
window under the control panel. If the driver was installed with the installer there is the item “Ingenico

USB Driver

s Package xx.yy (remove only).

If the driver was not installed with the installer, one must find in the Device Manager the following new

hardware.

= Device

Manager

File Action View Help

= HIE HE

8 | [ %S

.} &
.} ‘i;-'
.} -
>
.} lji_:f'
.} %

i ]
.-
¥
g
=
.} n
> -3y

-
@

-7 Ingenico iWL2et/IWL3xx Comm Port (COM3) <

4 =4 Ingenice-PC

Batteries

Computer

Disk drives

Display adapters
DVD/CD-ROM drives
Human Interface Devices
IDE ATA/ATAPI controllers
Keyboards

Mice and cther pointing devices
Monitors

Metwork adapters

Ports (COM & LPT)

Processors
Sound, video and game controllers
Systemn devices

Universal Serial Bus controllers

i Ingenico control device

¥ Ingenico iWL2o/iWL3x | <

E Intel(R) 82801 FB/FEM LUSB2 Enhanced Host Controller - 265C
i Standard OpenHCD USE Host Controller

§ USB Root Hub

¥ USE Root Hub

15/23
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5 2 How can | know the version of the driver | use?

In order to check the current driver version, a Telium device must be connected. Right-click My
Computer, choose Manage and select Device Manager in the left-hand pane.

Note: If there is no “Force COM port” tab, it means that is not the Driver but the old Windows driver.

Beta Driver:
-
Propriétés de : Ingenico Move5000 F (COM4) [
| Général | Paramétres du port I Farce Com Port | Filote | Détails|
- Ingenico Move5000 F {COM4)
—_—
Foumisseur du pilote INGEMICD
Date du pilcte 161172018 P Driver version
Wersion du pilote 2002
|
Signataire numéarique : Microsoft Windows Hardware Compatibility
Publisher
i L Détails du pilote J Afficher les détails concemant les fichiers du
b pilote.
[ Mettre & jour le pilote . ] Mettre a jour le pilote de ce pérphérigue.
s = Sile pérphérgue ne fonctionne pas aprés mise
Version précedente & jour du pilote, réinstaller le pilote précédent.
[ Désactiver ] Désactiver le périphérque sélectionné.
| [ e ] Désinstaller le pilote (Utilisateur expéimenté).
| |
| | ok || Annuer |
e
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5 3 How can | use my previous driver again?

If there is a requirement to roll back to the previous driver, for example if you were using LLT and you
just installed the new Driver or if you have another driver (not distributed by Ingenico) which has been
overwritten by this new driver, it's possible to recover the previous state without uninstalling the driver.

In order to roll back the driver a Telium device must be connected. Right-click My Computer, choose
Manage and select Device Manager in the left-hand pane

;*TJ Computer Management EI
File Action View Help
e 2E EE =
& Computer Management (Local | 4 4 Ingenico-PC | Actions
4 m System Tools 3 3 Batteries Device Manager ay
[ ® Task Scheduler 1> 48 Computer
More Actions 3

3 g Event Viewer
[ 2| Shared Folders
i & Local Users and Groups
3 @ Performance
=4 Device Manager
a g Storage
=7 Disk Management
3 ?ct Services and Applications

[+ g Disk drives
|.>--‘;',‘ Display adapters
-5 DVD/CD-ROM drives
b tﬁ Human Interface Devices
[ 4o IDE ATA/ATAPI controllers
b Keyboards
|.>-ﬂ Mice and other pointing devices
b B Monitors
1> - Network adapters
Y3 Ports (COM & LPT)
¢ LTF Ingenico iWL2ioy/iWL 3 Comm Port (COM3)
b 2 Processors
b -%| Sound, video and game controllers

1> 48 System devices
a- a Universal Serial Bus controllers
a Ingenico control device
R
a Intel(R) 82801FE/FEM USB2 Enhanced Host Controller - 265C
a Standard OpenHCD USB Host Contraoller
L USE Root Hub
L. § USERoot Hub

In the properties of the high-level part of the driver (the one under Universal Serial Bus controllers in
the Device Manager), right-click on the USB ID Name (eg. Ingenico iWL2xx/IWL3xx - see 2_1 2

Terminals ) and choose Update Driver and follow the instructions.
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l\:‘:/,l [ Update Driver Software - Ingenico control device

How do you want to search for driver software?

= Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

< Browse my computer for driver software
Lecate and install driver software manually.

Cancel

Choose Browse my computer for driver software and and click Next >

[

@ | Update Driver Software - Ingenico control device

Browse for driver software on your computer

Search for driver software in this location:

Ch\Users\Ingenico\Documents hd

[ Include subfolders

< Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.

[ Mext ][ Cancel l

Choose Let me pick from a list of device drivers on my computer and click Next >
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@ [ Update Driver Software - Ingenico control device

Select the device driver you want to install for this hardware.

Select the manufacturer and moedel of your hardware device and then click Next, If you have a
<%  diskthat contains the driver you want to install, click Have Disk.

Show compatible hardware

Maodel

[ZlIngenice control device

G This driver is digitally signed.

Tell me why driver signing is important

Mext |[ Cancel ]

Choose the driver from the list as appropriate and click Next >
After the driver update has completed click Finish.
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5 4 How to manually enable the force COM feature

The Driver allows for you to force the virtual COM port of the USB device so that it does not change
even if connected to different USB sockets. This feature can be configured to:

e Specify the COM Port based on the type of terminal (USB VID/PID - see section 2_1 2
Terminals); or

e Specify the COM Port order for unspecified types of terminal; or

e A combination of both.

To enable or disable the Force COM feature, a Telium device must be connected. Right-click My
Computer, choose Manage and select Device Manager in the left-hand pane and right click on
Ingenico xxxxxx Comm Port then Properties.

;QTJ Computer Management EI

File Action View Help

e |2F 0 HE & @ &S
;ﬁ_'l Computer Management (Local| | ﬂ Ingenico-PC Actions
a m System Tools p@ Batteries B -
3 @ Task Scheduler i 18 Computer
i+ §2] Event Viewer b = Disk drives More Actions
I» z2| Shared Folders |.>--‘;'I Display adapters
i+ ¥ Local Users and Groups |>1_L-i DVD/CD-ROM drives
3 @ Performance b % Human Interface Devices
=4 Device Manager b - IDEATA/ATAPI controllers
a g Storage I 2= Keyboards
=% Disk Management b --E! Mice and other pointing devices
B i‘k Services and Applications b ‘A Monitors

|>l2' MNetwork adapters
475" Ports (COM & LPT)
{rg Ingenico i R

|=> n Processars Update Driver Software...
I -3 Sound, video Disable

.M System device Uninstall

Ai Universal Seri
-§ Ingenicod

-9 Ingenicoi Properties

- g Intel(R) 82 265C

i Standard OpenHCD USE Host Controller

‘| USBRoot Hub

Scan for hardware changes

4 M 3

Opens property sheet for the current selection.

In the right-hand pane you will see two devices:

e Ports (COM & LPT) section

e The low-level driver will be named “Ingenico xxxxxx Comm Port (COMn)” or “Ingenico Telium
Comm Port (COMnN)”, where “COMnN” refers to the port currently assigned. It contains all the
configuration options.

e Universal Serial Bus controllers section

e The high-level driver will be named as per the USB ID Name (see section 2_1 2 Terminals)
and will vary depending on the terminal.
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Ingenico iWL2o/iWL3xx Comm Port (COM3) Properties

General |F‘ort Settings | Force COM port I Driver | Deiailsl

Ingenico (VWL 200 L 3oc Comm Port (COM3)

Device type: Ports (COM & LPT)
Manufacturer: Ingenico
Location: Location (0 jusbcdcacm bus)
Device status
Thig device is working propery. -

[ ok || Ccaneel

Then select the Force COM port tab to display the Force COM port features;

Ingenico WL 20/ iWL3xc Comm Port Properties

| General I Part Se.‘i'tingsl Force COM port | Driver | Daailsl

I Force COM Port Featurs enabled

Force COM Port List - PID based

PID COM port
(Erter Hex value of Device PID) (Enter decimal Value of COM port)

1 -
2 i [5
B

—

Force COM port - Order of connection based
(Enter decimal Value of COM port)

g 7 2 |3 |1u

JEER

[ ok || Cancel
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To enable or disable the Force COM Port feature check or uncheck the Force COM Port Feature
enabled option respectively.

In the example shown above the option is enabled.

The Force COM Port feature has a number of settings to force the COM port. Depending on the exact
requirements the level to which the different options are set will vary.

In the above example the following rules are defined:
e If an Ingenico iPP3xx/iPP4xx terminal is connected (PID 0x0060) then the COM Port selected

will be COM4;

e If an Ingenico iISC350 terminal is connected (PID 0x0061) then the COM Port selected will be
COMS5;

e If an Ingenico iISC2xx terminal is connected (PID 0x0062) then the COM Port selected will be
COM33;

e If any other terminal is connected (any PID other than the three specified) then the COM Port
selected will be COM6 (or in this example it could fall back to COM7-10 in that order if those
ports are in use etc...).

The same port number may be used for more than one option for example, and there is no
requirement to complete all the fields. However, it is recommended that you add at least PID 0x0028,
together with at least one port for unspecified PIDs.

Incorrect configuration of the Force COM Port feature can cause the Windows “System Settings
Change” (ie. restart required) dialog box to appear when a terminal is attached and a COM Port
cannot be allocated.

See section 2_1_2 Terminals for a complete list of PID and USB ID Names supported by the current
version of the driver.

5 5 Why the window “System Settings Change” is displayed?

The “System Setting Change” window - requesting to restart the computer - is displayed when the PID
of the terminal currently connected to the PC is not listed in the parameters of the Force COM port
feature when enabled.

System Settings Change

windows has finished installing new devices, The saftware that supparts vour device requires that wou reskart vour computer, Yoo musk reskart yaur
\:/ computer before the new settings will take effect.

Do wou want ko restart your corpuber now?

To remove this window, the PID of the terminal must be specified from the configuration panel of
Force COM port feature or a default COM port must be set.
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This Document is Copyright © 2016 by INGENICO Group. INGENICO retains full copyright
ownership, rights and protection in all material contained in this document. The recipient can
receive this document on the condition that he will keep the document confidential and will not
use its contents in any form or by any means, except as agreed beforehand, without the prior
written permission of INGENICO. Moreover, nobody is authorized to place this document at the
disposal of any third party without the prior written permission of INGENICO. If such permission
is granted, it will be subject to the condition that the recipient ensures that any other recipient of
this document, or information contained therein, is held responsible to INGENICO for the
confidentiality of that information.

Care has been taken to ensure that the content of this document is as accurate as

possible. INGENICO however declines any responsibility for inaccurate, incomplete or outdated
information. The contents of this document may change from time to time without prior notice,
and do not create, specify, modify or replace any new or prior contractual obligations agreed
upon in writing between INGENICO and the user.

INGENICO is not responsible for any use of this software, which would be non-consistent with
the present document.

The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc.
and any use of such marks by INGENICO is under license.

Windows is a registered trademark of Microsoft Corporation in the United States and other
countries.

All trademarks used in this document remain the property of their rightful owners.”
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